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Q-t 3 

STATE  OF  INDIANA  -  COUNTY  OF  MONROE 


Section  Fourteen  (14)  ,  Township  10  North _ ,  Range  _ 1  West 


Monument  Description  &  Remarks:  Found  Channel  iron  at  SW  corner  of  section 


0.14'  x  0.12'  x  1.0'  out  of  ground.  Attempted  to  replace  iron  w/stone 


monument,  but  could  not  dig  out.  Marked  corner  w/steel  (continued  below) 


that  this  document  was  prepared  under  my  direction  in 
accordance  with  the  provisions  of  Section  17-3-64-4 
through  17-3-64-8  of  the  Indiana  Code,  being  Acts  of  1965, 
Chapter  319;  and  the  above  data  is  given  under  my  hand  and 
seal  this  9th _  day  of _ May _ ,  19  96 A. D . 
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Corner  I.D.  # 


Q-13 

STATE  OF  INDIANA  -  COUNTY  OF  MONROE 

\ 

Section  Fifteen  (15)  ,  Township  _ 10  North  Range  1  yjest _ 

Monument  Description  &  Remarks:  Based  on  evidence,  hole  at  SE  Corner  accepted 
as  section  corner  10/18/85.  Location  of  corner  substantiated  by  Count- 


State  of  Indiana  Space 

County  of  Monroe _ _ _  Reserved  For 

Recording 

1/  Michael  W.  Frilev.  County  Surveyor  hereby  certify  Officer 

that  this  document  was  prepared  under  my  direction  in 
accordance  with  the  provisions  of  Section  17-3-64-4 
through  17-3-64-8  of  the  Indiana  Code,  being  Acts  of  1965, 

Chapter  319;  and  the  above  data  is  given  under  my  hand  and 
seal  this  5th  day  of  November _ ,  19  9  3  A.D. 


.SECTION  15,  T  10  N,  R  1  W  cont . ) 


M-M 


October  18,  1985 

-compass  reference  line  flagged  June  28,  1984,  was  used  to  verify 
sketchy  wire  evidence  found  on  east  side  of  section.  -Hole  claimed 
by  Gorman  as  section  corner  was  accepted  based  on  best  fit-  a 
compass  azimuth  179c  34’  (1°  W  declination)  ran  from  pin  found 

north  of  Chamber's  Pike  at  NE  section  corner  would  pass  close  to 
all  evidence  found  on  section  line.  The  hole  was  witnessed 
follows: 
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*has  witness  nails  in  blazes  2  ft.  from  ground  for  lath  labeled 
SEC  23  corner 

** subdivision  in  SEC  23:  located  34  ft.  south  of  lath  labeled 
SEC  23  corner  (sits  right  next  to  BLO*  on  NW  side  of  tree)  Lee 
Hutt-- surveyor 


There  appears  to  be  a  29  ft.  E-W  offset  between  the  SE  corner 
SEC  15  and  the  NE  corner  SEC  22  (NW  corner  SEC  23)  This  offset 
was  verified’ by  evidence  found  along  NE%,  NE% ,  SEC  22  E  boundary. 
The  E  side  of  E%,  SE%,  SEC  15  was  painted  with  orange  paint  and 
posted  with  plastic  signs. 


-two  stones  were  winessed  as  follows: 

’SW  comer  E%  SEC  15-dome  shaped-4"  high  with  mark  "X" 
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next  to  SUM  stub- -upper  stem  was  laying  on  stone  which  was  broken 
and  slightly  shifted  north  by  fall-stone  was  straightened  after 
clearing  away  debris 

-the  west  and  south  boundaries  of  SW%,  SE%  were  painted  and  posted 
with  plasics  signs. 

-the  SW  corner  E%,  NE%  was  established  as  follows: 

=a  compass  line  was  run  norht  from  SE  corner  W%,  SE%  to  the 
north  section  line  where  a  fence  corner  next  to  a  gate  behind 
Gary  Fifehel’s  house  was  found  to  be  due  south  of  a  pin  line 
along  Chamber  *s  in  SEC  10. 


.SECTION  15,  T  10  N,  R  1W  cont .  ) 


M-M 


=a  compass  line  was  run  east  from  NW  corner,  NE%,  SW%  to  a 
29.3"  beech  with  wire  that  appeared  to  be  on  the  section 
line  in  June,  1984.  Wire  closing  on  this  tree  from  the  east 
and  west  suggests  that  it  is  the  corner. 

=SW  corner  E%,  NE%  was  calculated  and  located  from  the  inter¬ 
section  at  above  mentioned  compass  lines.  It  is  due  east  of 
NW  comer,  NE%,  SW%  (1°  W  declination)  and  Az  360*  10'  from 
SE  corner  W%,  SE%.  This  corner  was  posted  with  plastic  signs 
and  can  be  relocated  by  the  following  witnesses: 
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contradictory  evidence  was  observed  at  the  middle  of  NE%.  A 
white  oak  with  wire  was  observed  40.5  ft  west  of  the  calculated 
boundary  line  near  the  corner.  However,  it  was  rejected* 

as  being  too  far  out  of  agreement  with  other  evidence.  It  sits 
on  the  state  side  of  the  fence  about  45  ft. 


-the  south  and  west  sides  of  SE%,  were  painted  and  posted, 

the  west  side  of  NE%,  NE%  was  not  painted,  but  there  is  a  well- 
maintained  and  obvious  fence- line. 

CL  — . 

Darrell  Breedlove,  Timber  Specialist 

4.  On  July  29,  1988,  a  steel  fence  post  was  driven  next  to  the 
stone  at  the  southwest  corner,  SEl,  SEl,  Sec. 15.  This  stone, 
also,  has  a  pipe  next  to  it  that  was  driven  as  part  of  an  adjoining 
survey  (  surveyor:  Guy  Moore)  .  It  was  set  by  witnesses  (see  entry#3*) 
following  disturbance  by  loggers  in  1986.  The  stone  was  recovered 
by  Breedlove  and  positioned  next  to  the  pipe. 

Also  on  this  date,  a  steel  fence  post  was  driven  at  the  SE 
corner,  of  Sec. 15.  According  to  Hugh  Gorman(see  entry//l),  Farkas, 
Monroe  County  Surveyor,  substantiated  that  the  stone  had  been 
destroyed  and  that  the  depression  was  the  correct  location  of 
the  section  corner.  The  post  was  driven  next  to  another  thin, 
steel,  channel  marker  found  in  the  depression. 

Darrell  Breedlove,  Timber  Specialist 


M-M 


SECTION  15,  T  10  N,  R  1  W 


On  June  28,  1984,  boundary  line  work  in  the  section  was  begun  as 
follows : 

.  -was  shown  where  stone  marker  was  originally  located  at  SE  corner 
r  of  section  by  Hugh  Gorman,  8595  Old  37  N,  (adjoining  landowner) 
who  claims  it  had  been  removed  3-4  years  prior  to  my  visit  by  a 
surveyor  working  in  SEC  23.  A  lath  was  observed  east  of  the  hole 
shown  that  was  marked  as  SEC  23  corner.  Jyee.  Scc-t'iDiJ  f  l  ft 

✓x,  -was  shown  where  the  NE  comer  SE%,  SE%  is  located--old  fence  wire 
'  and  a  fallen  corner  post  substantiate  that  the  location  was  correct 

-a  compass  reference  line  was  run  south  from  a  pipe  found  north  of 
Chamber's  Pike  at  the  northeast  section  corner.  At  this  point, 

(V  exact  measurements  have  not  been  made  to  the  evidence  found,  but 
the  hole  where  the  stone  supposedly  sat  is  probably  a  better  fit 
than  the  lath  for  the  SE  corner  of  SEC  15 . 

^  -a  large  beech  tree  with  wire  pointing  in  three,  cardinal  directions 
was  found  close  to  the  reference  line  at  NE  corner  of  NE%,  SE^ . 


Darrell  Breedlove,  Timber  Specialist 


2.  Sept.  18,  1985 

-lines  painted  in  west  half  of  section;  signs  posted  at  turning 
corners  and  corners 


-pin  (set  by  Vollmer  in  70' s)  found  along  Chamber's  Pike  at  mid- 
NE%,  NW%  indicates  disagreement  with  fence  found  near  ridge  top. 
This  fence  surrounds  a  hay  field  and  closes  on  mid-point  of  NW% . 

-a  hexagon  marker  (set  by  Vollmer- 1985)  also  found  along  Chamber's 
Pike  west  of  before  mentioned  pin.  It's  use  is  to  establish  north¬ 
easterly  line  along  Chamber's  Pike. 
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Darrell  Breedlove,  Timber  Specialist 


